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NOTES ON INSTALLATION OF TIME SWITCHES 
TELETYPEWRITER STATIONS 


The tariff, regulations, under vhich private line 
service is furnished, state thet the customer ts 
required to furnish the pover necessary to oper- 
ate tho teletypevriter equipment. This requires 
the customer to furnish and maintain the necessary 
pover viring and outiet at the place vhere the 
equipment, including time switches, ia to be in- 
stalled. 


The Telophone Company 1s responsible for mounting 
the timo svitch. 


The time switch must be mounted on @ vall or 
pillar so constructed that it vill not subject 
the time switch to vibration. 


All power wiring to the time avitch and from the 
timo svitch to its associated receptacle or the 
teletypevriter sct shall be in conduit or BX 
cable. When @ regular and spare teletypevritor 
ure provided, one time switch should be employed 
te control both set: 


A hand operated double pole disconnect svitch of 
@ voltage and current rating equivalent to that 
of the time svitch, shall be installed in the 

lino side of the pover to the time aviteh. This 
avitch 1s provided to disconnect all pover vhen 
performing maintenance vork on the time avitch. 


Details of viring connections to the time svitch 
and disconnect switch vill be furnished by the 
Telephone Company Plant representative. 
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NOTES ON INSTALLATION OF POWER OUTLETS 
AND’ ASSOCIATED WIRING 


TYP! 


TER STATIONS 


The tarrif regulation: 
rvice is furnished 
requi to furnish ‘y to oper= 
ate the tcletypewriter equipment. This requires 
the customer to furnish and maintain the necessary 
pover viring and outlet at the place vhere the 
equipment is to be instalied. 


A steady pover supply of 1107120 volts 1s required. 
If there is a choice available, 50 cycle regulate 
AC pover is preferred. However, 60 cycle non- 
regulated, 25 or 50 cycle “C, or DC are also sult- 
able. In the event the availeole rover does not 
come within these lim‘ts the matter should be dis- 
cuased vith the Telephone Compeny Plant repre. 
sentative 


The reception of correctly printed copy depends 
considerably upon tie synchronization of motor 
speods between’ tho local teletypevriter apparatus 
and the distant apparatus. Therefore, to avoid 
fluctuations of the pover supply, as well as to 
Binimize interruption: it i necesrary that the 
pover be taken from a separately fused source of 
supply which i# not used to furnish wer to 

jor types of apparatus auch as vali fans, roo 
lights, air conditioning ap: etc. it te 
tial that spare outl. 11 not b 
j@ same sOurce vhich could be em- 
by @ Janitor or other workman to obtein 
pover for some other u 


The pover circuit or circuits and accessorie 
shali be permanently installed in accordance vith 
the National Electrical Code and any local reg- 
ulations vhich may apply. 
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5. 


The required fusing and size of the vire of the 
pover circuit will depend upon the number and 
type of units to be installed. In general, vhen 
one or two receiving-only or koyboard 
teletypevriter sets, or one automatic send and 
receive teletypevriter set are involved, a 
standard branch circuit using]4 gauge vire and 
13 ampere fusing vill be satisfactory. Hovever, 
vhen additional sets are to be installed or if 
more than the one or tvo sets mentioned above 
are involved, the matter should be discussed: in 
detail vith the Telephone Company Plant represen- 
tative vho can furnish pover consumption date 
and pover factor correction information. 


Tae types of pover receptacles providing either 
polarized or non-polarized arrengements nov ex- 
tens J used are satisfactory for te: 

writer apparatus Hoveve: the polarize: 
shovn in Figures 1 and 2 are preferred. 


GROUNDED GROUNDED 


SIDE OF POWER SIDE OF POWE 


2-WiRE 2-WiRE 
UNIVERSAL PARALLEL 
POLARIZED POLARIZED 


FIG.1 FIG. 2 


In some instances local rules require @ third 
vire for protective ground in vhich case a 3-vire 
receptacle, Figure 3, is used. Tnis type recep- 
tacle my also be used vhel und is desired for 
various other purposes, for instance in connect- 
fon vith radio interference filters, provided 

the grounding slot is connected to grounded BX 
or conduit. 


GROUNDING GROUNDED 
$1.0 SIDE OF POWER 


? 


3-WIRE 
POLARIZED 


FIG. 3 


It {ts essential that the grounded side of the 
pover circuit be connected to the proper terminal 
of the receptacle. 


In order to avoid unintentional interruption of 
power to the teletypevriter apparatus the recep- 
tacle shall not be controlled by « hand operated 


aviteh. 
Tne receptacie shall be so located that: 
A. It may be reached by « cord of a maximm 


length of & feet external to the tels- 
typewriter table. 


Page 3 


Page 3 
© Pages 


‘The teletypevriter apparatus vill not be 
installed near vindovs, vhich if insdver- 
tently left open, may cause possible injury 
to the apparatus due to inclement weather. 


‘The teletypevriter vill not be installed 


jason, may cause the apparetus to be 
injured due to overheating. 


When a teletypevriter set is connected to 
it with e flexible cord, the cord vill not 
extend scross @ passagevay and vill not be 
im such « position that may be walked on. 


10, The receptacle must be in satisfactory condition. 
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Teletypevriter and Manual . 
Telegraph Station and PBX Long Lines Department 
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TELETYPEWRITER STATIONS 
INFORMATION ON POWER REQUIREMENTS 


2,01 This section contains information concerning 

never requirements as related to the installe- 
tion of teletypevriter apparatus at customers! 
premises. 


1,02 This information 1s prepared in the form of 

notes vhich may be conveniently furnished to 
the custoxer for nis assictance in providing pover 
arrangeuents. Copies of the notes are not aveil- 
able separately and, vhen desired, the complete 
section should bo ordered. 


1,03 The Commercial Deprrtment vill normally fur- 

nish sufficient copies of the attachod nots 
to the Principal for distribution to the custome 
involved prior to’ the start of service under the 
following conditions 


When a nev service is started’ 
+ When nev drops are added to existing service: 
‘hen more apparatus is added to oxiating drops 
hen existing apparatus 1s moved to « nev 
location (if required). 


poge 


1.04 Where pover viring has to be run and the ous- 

toner objects to providing tt, the matter 
should be taken up through regular channels before 
proceeding vith any further vork. 


2. REFERENCES 


2.01 For information on the installation of t 
typewriter apparatus refer to Bell Syst 
Practices Section °13.001. 
TELSTYPEWRITER 
STATIONS INFORMA- 
P30.922 TION ON POWER 
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2.02 For information on pover supply £0", tel 
typevriter upparatus refer to bell Sys 
Practices Section P30.019 and for infornation on 


Time Svitches refer to Bell System Practices Suction 
P31.601. 
2.03 For information on Pover Drains and Power 


Factor Correction refer to Sel: System Prac- 
tices Section ABE4.124, 


3. BISCELLANECUS 


3.01 Where an installation involvos more than two 
receiving only or keybourd sunding teletype- 
writer or more than one autumstic aend aod 
recoive telotypevriter set, or vlore >earrangem 
aro mado in existing teletypovriter in tellation 
or vhero they aro increased in 3igw by tho addition 
of more equipwent, it vill bu tho rospounibility of 
the Telephone Company Plant repreacatative to 
tain that the pover fusing, viring, otc., 18 
1efactory (see Item 1.04). 


